




The advantages at a glance:

►	Automatic support arm locking with manual unlocking.
►	Hydraulic unit mounting on upper part of post for space saving and noise reduction.
►	High flexibility and safety with MAHA-adapter-plug-on system (standard).
►	Easy, quick installation.
►	Low energy consumption.
►	Asymmetrical version of support arm for optimum door clearance.
►	Permanent self-monitoring of all safety functions.
►	Durable foil keypad.
► Safety latches activated via gravity, automatically unlockable.
► Pinch point protection using acoustic signal “CE Stop“.
► Emergency DOWN function at power outage.

HL III 4.0

3 Options for Cable / Hydraulic Hose Placement

Support arms, two and three part, with large 
reach (standard).

Special adapters: MB GW 460/463, Rover 
ORVs, VW Crafter / MB Sprinter, plug-in 
system, T4 safety adapter (option).

High flexibility and safety with MAHA	
plug-in system (standard).

surface mounted with cover plate
(option)

inground cable bridge
(standard)

The Most Versatile Hydraulic
Two-Post Lift on the Market



HL III 4.0
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Technical Data

Load capacity CE	 4.0 t
Lifting height max. HO	 1970 mm
Full travel HW	 1850 mm
Raising/lowering time	 ca. 45 s / 38 s
Lifting height min. HU	 115 mm
Disc adjustment range HT	 85 - 120 mm
Reach of short support arm, double telescopic LT	 596 - 1182 mm
Reach of long support arm LL	 930 - 1505 mm
Outside baseplates BG	 3420 mm
Outside column width BA	 3244 mm
Inside columns BL	 2800 mm
Drive-through clearance BH	 2448 mm
Column height HS	 3016 mm
Total lift height completely raised HG1	 3828 mm
Total height with cable bridge HG2	 4204 mm
Net weight	 ca. 540 kg
Motor power	 1.5 kW
Power supply	 3 x 400 V, 50 Hz
Fuse protection	 16 A slow
Concrete grade	 C 20 / 25

Production Program:
Testing Technology for Cars, Trucks, Motorcycles, Tractors, Forklifts, Aircraft · Roller Brake Testers · Platform Brake Testers · Shock Absorber and 
Suspension Testers · Side-Slip Testers · Play Detectors · Roller Dynamometers for Performance and Function Testing · Speedometer Testers · 
Tachograph and Taximeter Testers · Axle and Wheel Load Scales · Scissors Lifts · Two- and Four-Post Lifts · In-Ground Lifts · Pit Jacks · Axle and 
Transmission Jacks · Mobile Column Lifts · Headlight Testers · Diesel Smoke Meters · Emission Testers for Petrol and Gas Engines · Sound Level 
Meters · Air Conditioning Service Equipment · Decelerometers · Closing Force Meters · Brake Fluid Testers · Complete Test Lanes for Cars and 
Trucks · Mobile Test Containers · Wheel Alignment Analysers · Wheel Balancers · Tyre Changers. 	
Additional Services: Workshop Design and Planning · Training Seminars for Users and Service Technicians

►MAHA USA • Charleston SC • USA
►MAHA U.K. Ltd. • Wisbech • Great Britain
►MAHA Ireland Ltd. • Dublin • Ireland
►MAHA Italy SRL • Parma • Italy
►MAHA España • Girona • Spain
►MAHA Polska • Tarnowskie Góry • Poland	
►MAHA Russia • St. Petersburg • Russian Fed.

►MAHA LITA Bj. • Vilnius • Lithuania
►MAHA China • Peking • China
►MAHA Japan • Kitakyushu • Japan
►MAHA Consulting s.r.o. • Prague • Czech Republic	
►MAHA Nederland B.V. • Vianen • The Netherlands
►MAHA France Distrib. • Strasbourg • France
►MAHA South Africa • Northcliff • Republic of South Africa

Visit our new MAHA-Online-Shop at www.maha-shop.de
MAHA Maschinenbau Haldenwang GmbH & Co. KG.
Hoyen 20 · 87490 Haldenwang · Germany  
Tel.: +49 (0)8374-585-0 · Fax: +49 (0)8374-585-497
Internet: www.maha.de · eMail: sales@maha.de
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